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Cable W�r�ng Pulse D�agram

Mechan�cal D�amens�ons

Incremental encoders

FNC F40H Ser�es

Encoder Part Number

A  
A  
B
B
Z
Z

Voltage supply

Protect�on: Reverse & over voltage
Output short c�rcu�t

Consumpt�on w/o load
≤15 mA    

Interface L�nedr�ver RS422

Resolut�on (steps/turn) 2500

Sensor l�fe t�me ≥ 50.000.000 cycles

Approval

≤30 mA for redundancy    

CE

Protect�on

Mater�als

IP54
Hous�ng : Delr�n
Shaft :Sta�nless steel

Shaft d�ameter:

Hous�ng d�ameter:

Operat�ng temperature

 10 mm

 40 mm

-40 to +125 °C

We�ght approx.

 

55 g  ± %5

Features

• Hollow Shaft
• Robust Mechan�cal and Electr�cal Construct�on
• D�fferent�al RS 422 Output S�gnals
• 2500 ppr resolut�on

  FNC 40 H 5

-

Flange Type
H : Hollow Shaft

Hous�ng
40 : 40 mm

Shaft D�ameter
4, 5, 6  mm

Output Channels
1 : A
2 : AB
3 : ABZ
4 : AB + A’ B’
6 : ABZ + A’ B’ Z’

4 -

-Supply Voltage
5V : 5V in / out
30V : 5 - 30V in / out

5V

-PPR Opt�ons
500, 512, 625, 1000, 1024
1250, 2000, 2048, 2500

1000

-
Electr�cal Connect�ons
R1 : 1 meter cable
Connector is opt�onal

R1

4.75VDC to 30VDC
4.75VDC to 5.5VDC
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